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EPR Self-fusing Tape

J-20 Self-fusing Insulation tape

fE BB Instructions:

BENTFERMER, LH200%EE, UFEARETRELSAVKESIRIPNBLL . (2 EFFRETSSFH, INERBRBE R
PVCESTHERIP B.) EPR TRMEFR 4T, REME301TA.

applicable voltage class: 10kV and below.

CLJ-20 Self-fusing Insulation tape

applicable voltage class: 35kV and below.

CLJ-23 Self-fusing Insulation tape

applicable voltage class: 69kV and below.

CLJ-50 Self-fusing Insulation tape

Self Fusing 2 Remove the isolation film from the self-adhesive tape, stretch about 200%, and wrap it in half lap type on the part that needs insulation or waterproof seal protection
e (Note: When the tape is exposed to the air, the outer layer shall be wrapped with a layer of PVC adhesive tape as a protective layer.)Shelf life is 30 months under cool and
— = dry storage conditions.
? BAER
e bl =B Technic ex R A
Serial number Project name cian el 13 cLiran e Test method
HiKsRE (MPa)
1 ensile strength (Mpa) >1.0 >2.0 >1.7 >1.7 =13 GB/T 528-2009
- BRI (%)
- 2 Elongation at break (%) 2500 2500 2500 2500 2500 GB/T 528-2009
&+ F@E (kV/mm)
e Breakdown strength (kV/mm) >20 >28 >28 =31 220 GB/T 1695-2005
{EFREBPEE (Q-cm) .
4 Volume resistivity (0.cm) 21x10" 21x10" =>1x10" 21x10" 21x10 GB/T 1692-2008
T ERBHEMIED
5 Didecicloscongent <005 <005 <005 <005 <0.05  GB/T1693-2007
=3
6 ) ﬂ@*” <5.0 <5.0 <5.0 <5.0 <5.0 GB/T 1693-2007
Dielectric constant
B51E (24h) FHL B FAL B FAL B FHAB FAL B
L Self-adhesive (24h) Unloose Unloose Unloose Unloose Unloose JB/T 6464-2006
Heat resistant Stress cracking (130°C) Non-cracking Non-cracking Non-cracking Non-cracking Non-cracking
CLJ-50 = o
9 MALE (C) 100 130 130 130 100 JB/T 6464-2006
Heat resistance (°C)

All detection indicators have standards (national standards and enterprise standards),
detection methods and conditions.

applicable voltage class: 500kV and below.



Semi-conductive tape

B AR EEInstructions:

HERBEERER, ®200% 456, LB S0 TFRERENHMN_LE, EARTREEFERMAT, REH30TA.
Remove the isolation film from the self-adhesive tape, stretch it by about 200%, and wrap it around the part that needs to be shielded
inasemi-lap type. Shelf life is 30 months in cool and dry storage condition.

CLBD-20 CLBD-50

H H AIKIREE (MP
] CLBD-20 Semi-conductive tape 1 Tk dniatinb >1.3 >13 GB/T528-2009
BRZHRCE (%) GB/T 528-2009
. 2 < =500 =500
applicable voltage class: Elongation at break (%) S0
. . . . R B BEE (Q- -3
35V and below electric field shielding. 3 e <1x10° <1x10?
A S (24h) T T JB/T 6464-2006
Self-adhesive (24h) unloose unloose JB/T 6464-2006
5 TFAR A FFR(130°C) FTHZ FHZ
. . HeatresistantStresscracking(130°C) non-cracking non-cracking JB/T 6464-2006
Il CLBD-50 Semi-conductive tape . — " .

Heat resistance (°C)

applicable voltage class:
500kV and below electric field shielding.

conductor.

All detection indicators have standards (national standards and enterprise
standards),detection methods and conditions.

conductor screen

I

insulation

insulation shielding
Metal shieldE«

over sheath
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Electrical stress control tape

|

B CLYK-20 Composite Electrical Stress
Control Tape

Helps equalize the flux lines to balance electrical stress in
medium voltage joint and termination applications

Materials compatibility: For use with solid dielectric cable,
rubber and synthetic splicing, and epoxy and polyurethane resins.

Application
Electric stress control of cable terminal and intermediate joint of 35kV and below.

{EAiRBBInstructions:

@ RERRARITE.FE.

ORERFENMNE, HF200%EE, UHEXRETRBIHEENIIE, REOR, BFHERT, SHEWES,

QT ATFFINAE, BRESFESHEN T,
@ The wrapped surface needs to be polished and cleaned.

@ Remove the isolation film of the self-adhesive tape, stretch about 200%, and wrap it on the part of the electric stress control. After wrapping, squeeze

the tape with your hands to make it adhere tightly.

@ Can be used for outdoor environment, but not suitable for serious pollution conditions.

Fs 15 H 2 FR
Serial number Project name
nskssE (MPa)
1 Tensile strength (Mpa)
2L <R (%)
2 Elongation at break (%)
{508 PEZE (Q-cm)
3 Volume resistivity (Q.cm)
TEEH
4 Dielectric constant
Bttt (24h)
5 Self-adhesive (24h)
AR A FF2 (130°C)
6 HeatresistantStresscracking(130°C)

B ARET

Technicalindex

26.0

2200

21X%10"

8~20

2 /N
unloose

THZ
non-cracking

REH &
Test method

GB/T 528-2009

GB/T 528-2009

GB/T1692-2008

GB/T1693-2007

JB/T 6464-2006

JB/T 6464-2006
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Electrical stress control tape '

Ll > B . °
B CLYK-30 Electrical stress control tape RN instructions:
O HEERERITE AS.
Helps equalize the flux lines to balance electrical stress in OB EISHENMEE, TM200%ES, U4 EXGOFRBLNHEHNBM L. ROR, BFFERS, SRHENEER.
medium voltage joint and termination applications OEIBTFFINFR, BRES RSB RN TR,

@ The wrapped surface needs to be polished and cleaned.

@ Remove the isolation film of the self-adhesive tape, stretch about 200%, and wrap it on the part of the electric stress control. After wrapping, squeeze
the tape with your hands to make it adhere tightly.

@ Can be used for outdoor environment, but not suitable for serious pollution conditions.

FS =R ARSI HIR77 A
Serial number Project name Technicalindex Test method

A BNERA DT 2005 GART RGN

- ‘ AT (MPa)
e , 1 Tersile strength Mpa) >1.3 GB/T 528-2009
Materials compatibility: For use with solid dielectric cable, MBI (o) = T
bb d heti lici d d pol h i 2 Elongation at break (%) =200 / 2
rubber and synthetic splicing, and epoxy and polyurethane resins.
AR (Q-cm) 0
3 Volume resistivity (Q.cm) Z1X10 GB/T 1692-2008
R § ]
4 Dielectric constant 15~30 GB/T1693-2007
Application 5 sl FHL Bt JB/T 6464-2006
Electric stress control of cable terminal and intermediate joint of 35kV and below. Self-adhesive (24h) unloose
AR (130°0) AR

6 HeatresistantStresscracking (130°C) non-cracking JB/T 6464-2006
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. Silicone tape

Excellent insulation
performance

Insulation protection

Tensile rebound is good

Peel off the isolating material and
stretch it by 10%~100%.

Self-fusing

The head and tail circle are completely
overlapped and wound, and the last circle
is not stretched. Press to accelerate self-

fusion

Flame-retardant Self-fusing Silicone Rubber Tape

ST

Aging resistance,
ozone resistance,
UV resistance

Physical protection

multicolored

Red, green. vyellow...color can be
customized.

Antiflaming
Oxygen index234%




1N - ]
D T

FHD-77 Flame-retardant Electric Arc Proofing Tape

Product Specification Product Characteristics

0.75mm*60mm*5m
Q@Arc resistance

OUV resistant

©UV degree: FV-0
©Good fire resistance
©0xygen index: 232%

© It will not be burning and expandiny ©Non-self-adhesive, removable, recyclable

Fireproof principle

fire.
© The resulting carbonized layer acts

and fire protection.
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FHD-99 Anti-fire Wrapping Tape
Product Specification Product Characteristics

* *
Q.7 e0mm=5m © self-adhesion, good integration, self-fusion, easy

installation.

FireprOOf principle Non-toxic,tasteless and pollution-free in use;

Good fire resistance

Contact with the flame rapidly expands to

Oxygen index: 245%

0O 0 0 o©

f bonized | ting th _ o
P REQRERIESE SR RIEEEERg W The cable carrying capacity is not affected.

firm from spreading.
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Polyurethane waterproof flame retardant coating

"' Product Characteristics

® High solid content, good adhesion

e Acid,alkahi,salt and other chemical corrosion

resistance.
® Excellent waterproof and insulation properties
e Excellent flame retardant property.

® Good resistance to hot and cold shock.

[ 4

Product Introduction

FT-200 polyurethane waterproof and flame
retardant coatings are specially designed for
electrical insulation protection of various metal
substrates, providing continuous insulation
protection for metal substrates under a variety of
harsh corrosion conditions. It is divided into Bi-
components: base material and curing agent. It
has high reactivity and can realize room
temperature curing. This reduces energy
consumption and eliminates the need to invest in
heating equipment. The FT-200 polyurethane
waterproof and flame retardant coating has the
advantages of brush coating and other flexible
and efficient construction methods to provide
long-term insulation protection for a variety of
complex metal structures, and can meet different
insulation requirements through different coating
thickness.




. Cold shrink tube

Silicone rubber cold shrinkable tube for electric power

Usage
1. Route the bundle cable through the cold shrink tube.

Pre- 2. Hold the cable and cold-shrink tube material with one hand, and
. gently pull the white annular support strip with the other hand to
SAPASION quickly shrink and completely cover the protected area.

After
expansion
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. Cold shrink tube

Silicone/EPDM rubber cold shrinkable tube for communication

Product Characteristics

1. Easy installation
2. Suitable for a wide range of different specifications of cable connection
and sealing.

3. Large shrinkage force.

N-type
connector and
1/2 jumper
connector
waterproof seal

Coaxial cable for
communication
base stations

Uses

Ordinary

type Cable TV
connector

Communication
cable,optical
cable seal
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FSD-77 Composite Waterseal Mastic Tape

Product Usage

Product Specification

Waterproof Overhead

FSD_77 Insulation seal of insulated wires

\WK%E%&% restoration .and terminal and are waterproof

$D-77 proof Insulation C Tape waterprOOflng intermediate insulated with

L] of power cables joints connection and

' 14001 2015 HAREARUG b bk li
P ) )45001:2018 B4t RBML SN KUE ranch wire clips

Product Characteristics , I e e o a2 s

waterproof and moisture-proof,

insulated enclosure;

anti-high and low temperature (-40°C ~90°C) ; Railway tunnel
Waterproof .
good fusion,easy to wrap; insulation of Bl gy Sl
submersible cable,optical fountain,stree
Acid,alkahi,salt and other chemical corrosion resistance. clectrical cable, t light cable

o communication connection
cable joints i
cable connection
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. aterproof Mastic

Waterproof Mastic Rubber Tape

Product Usage:
Waterproof and seal of all electrical equipment or cables.

Suitable for underwater or buried in the ground and other harsh environment.
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WSJ-18 Flame-retardant and Waterproof Self-curing Protective Sheet

-
l“
-

/1. Moisture curing at room temperature

P 2.  Strip sheet, easy to construct

BEIKDHA

3. VOC contentis 0, non-toxic to the environment
and human body

Heat resistance and aging resistance

flexibility, adhesive adhesion

4.
5.
6.  Flame retardant class: UL94 V-1
7.

‘ Designed for insulation protection of bare
electrical connection points in 10kv overhead
bare wire and insulated line

The origin state is soft,can be shaped arbitrarily,




Technical data

Instructions

Wear appropriate plastic protective gloves during instruct.

1. Cut aluminum foil vacuum bag from three sides.

3. The surface of the release film is exposed to the
coating (overhead line) and applied.

5. The coated material (overhead linae) is rolled with the sheet.

\

7. The gap joint between two coating sheet should be >5mm.

2. Uncover the release film covering one side of the sheet

4. Gradually remove the release film on the other side, and roll
coating sheet onto the coated material (overhead line).

A

the uncovered

6. Spread the coating sheet evenly across the film, and finally peel off the release film.

The coating sheet is plastic and can be properly compacted by hand during construction.
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